Design of the Collective Thomson Scattering diagnostic for the next-generation fusion experiment ITER

Rasmussen, Jesper; Korsholm, Søren Bang; Gonçalves, B.S.; Gutierrez Espinoza, Heidi Estibaliz; Jensen, Thomas; Jessen, Martin; Klinkby, Æsben Bryndt; Larsen, Axel Wright; Leipold, Frank; Naulin, Volker

Publication date: 2016

Document Version
Publisher's PDF, also known as Version of record

Link back to DTU Orbit

Citation (APA):
Design of the Collective Thomson Scattering diagnostic for the next-generation fusion experiment ITER

J. Rasmussen, S.B. Korsholm¹, B.S. Gonçalves², H.E. Gutierrez¹, T. Jensen¹, M. Jessen¹, E.B. Klinkby³, A.W. Larsen¹, F. Leipold¹, V. Naulin¹, S.K. Nielsen¹, E. Nonbøl³, M. Salewski¹, P. Sanchez⁴, M. Stejner¹, and A. Taormina¹

¹Technical University of Denmark, Department of Physics, 2800 Kgs. Lyngby, Denmark
²Instituto Superior Técnico, Universidade de Lisboa, 1049-001 Lisbon, Portugal
³Technical University of Denmark, Center for Nuclear Technologies, 4000 Roskilde, Denmark
⁴Fusion for Energy, 08019 Barcelona, Spain

Abstract

Nuclear fusion has the potential to provide a safe, clean, and virtually inexhaustible energy source for the future. In order to help realise this potential and to assess the fusion performance and safe operating regimes of next-step fusion devices, knowledge of the spatial and energy distribution of fusion-born alpha-particles in the plasma is required. For this purpose, a collective Thomson scattering (CTS) diagnostic is being designed for ITER, the next-step fusion experiment currently under construction in France. The diagnostic is based on characterizing light scattered by the interaction between a powerful injected source beam and ion-driven fluctuations in the plasma. The primary role of the diagnostic is to deliver spatially resolved information on the alpha-particle velocity distribution, with supplementary roles regarding measurements of the ion temperature, plasma rotation, and possibly the fuel-ion ratio. Here we motivate the measurement goals of the ITER CTS diagnostic and describe its current design, which involves a backscattering system operating at a frequency around 60 GHz, multiple mirrors for directing the scattered radiation into the receiver electronics, and viewing lines with no active CTS signal for improved background subtraction. This design draws on the experience from previous CTS systems while also addressing the challenges specific to ITER.