Sorption – Distribution Of Pharmaceuticals Between Water And Sludge And Removal With Carbon (Pac)

Hörsing, M.; Andersen, Henrik Rasmus; la Cour Jansen, J.; Ledin, A.

Published in:
Book of Abstracts

Publication date:
2012

Document Version
Publisher's PDF, also known as Version of record

Link back to DTU Orbit

Citation (APA):

General rights
Copyright and moral rights for the publications made accessible in the public portal are retained by the authors and/or other copyright owners and it is a condition of accessing publications that users recognise and abide by the legal requirements associated with these rights.

- Users may download and print one copy of any publication from the public portal for the purpose of private study or research.
- You may not further distribute the material or use it for any profit-making activity or commercial gain
- You may freely distribute the URL identifying the publication in the public portal

If you believe that this document breaches copyright please contact us providing details, and we will remove access to the work immediately and investigate your claim.
SORPTION – DISTRIBUTION OF PHARMACEUTICALS BETWEEN WATER AND SLUDGE AND REMOVAL WITH CARBON (PAC)

M. Hörsing (post Doctor)*, H. R. Andersen (associate Professor)**, J. la Cour Jansen (Professor)*, A. Ledin (Professor)*

* Water and Environmental Engineering at Department of Chemical Engineering, Lund University, P.O. Box 124, SE-221 00 Lund, Sweden
** Department of Environmental Engineering, Technical University of Denmark, B113, DK-2800 Kgs Lyngby, Denmark

Contact: PhD Maritha Hörsing, Water and Environmental Engineering at Department of Chemical Engineering, Lund University, P.O. Box 124, SE-221 00 Lund, Sweden, phone number: +46462228998, e-mail address: Maritha.Horsing@chemeng.lth.se

EXECUTIVE SUMMARY

In order to estimate the removal of pharmaceuticals by sorption to sludge in wastewater treatment plants and removal by sorption to powder activated carbon (PAC) the distribution coefficients were obtained by determination of sorption isotherms. Sorption isotherms were obtained for primary sludge, secondary sludge and PAC under conditions were biological removal could be excluded. The aim of the present study was to estimate the amount of PAC needed in order to reach sufficient removal of pharmaceuticals from wastewater.

The method used for determine sorption isotherms are described elsewhere (Hörsing et al., 2011). Shortly, borosilicate bottles were prepared with a phosphor buffer mineral media to which either sludge or PAC was added. After 12 h rehydration nominal concentrations of a mixture of pharmaceuticals in methanol was added, giving the final concentrations 0.08, 0.4, 2 and 10 µg L\(^{-1}\). The bottles were left on stir in dark. After 12 h samples were withdrawn and prepared for analyses employing solid phase extraction using OASIS HLB. The analyses were performed using LC-MS/MS, further described in Grabic et al., (submitted).

Based on pharmaceutical distribution coefficients sorption could be determines and thereby estimation of the amount of PAC needed for removal of 67 pharmaceuticals. For 20 of the pharmaceuticals investigated the sorption to PAC was so strong that the concentrations in the water phase were below LOQ for two or three of the nominal concentrations added. For those pharmaceuticals sorption isotherms could not be obtained. For the estimations distribution coefficients obtained for the highest concentration 10 µg L\(^{-1}\) was used. When isotherms could be obtained the best fitted of linear, Freundlich and Langmuir was used for further estimations. In Fig. 1 are the needs of PAC presented for the pharmaceuticals which sorb less than 20% to primary and secondary sludge. Of the 67 pharmaceuticals included 29 could be removed with PAC to >90% by use of 0.05 g m\(^{-3}\) and 62 could be removed >90% by use of 10 g m\(^{-3}\).

![Figure 1. PAC for removal of pharmaceuticals which were found to sorb less than 20% to sludge.](image-url)