Annealing in Sulfur of Doctor Bladed CZTS Nanoparticles

Engberg, Sara Lena Josefin; Crovetto, Andrea; Bosco, Edoardo; Rasmussen, Philip; Hansen, Ole; Schou, Jørgen

Publication date: 2014

Document Version
Publisher's PDF, also known as Version of record

Link back to DTU Orbit

Citation (APA):

General rights
Copyright and moral rights for the publications made accessible in the public portal are retained by the authors and/or other copyright owners and it is a condition of accessing publications that users recognise and abide by the legal requirements associated with these rights.

- Users may download and print one copy of any publication from the public portal for the purpose of private study or research.
- You may not further distribute the material or use it for any profit-making activity or commercial gain
- You may freely distribute the URL identifying the publication in the public portal

If you believe that this document breaches copyright please contact us providing details, and we will remove access to the work immediately and investigate your claim.
In this work, we investigate the influence of sulfur content on grain growth during annealing in 10 mbar nitrogen atmosphere.

**Motivation**

Solar cells made from nanoparticles of copper zinc tin sulfide (CZTS) from solution-processing are expected to be comparatively inexpensive. However, (1) the high carbon content in nanoparticle thin films is one of the main limitations for this approach, and (2) grain boundaries and defects are believed to be a site for recombination that limits the efficiency. Annealing in vacuum and/or a nitrogen atmosphere facilitates grain growth and improves the electronic properties. Annealing in selenium shows the best results, however annealing in sulfur has the advantage of leading to a non-toxic material.

**Nanoparticle synthesis**

Nanoparticles were synthesized through hot-injection with oleylamine as the solvent. The average particle size was 8.3 ± 4.0 nm, and composition Cu$_{1.7}$Zn$_{1.5}$Sn$_{0.86}$S$_4$.

**Annealing**

Annealing is carried out in a graphite box in a quartz tube, with a heating ramp of 11.7 °C/min and natural cooling (i.e. 10 hours in our setup). We investigated annealing with the following amounts of S: 0 mg, 20 mg, 50 mg, 100 mg, and 200 mg.

**Results: Grain growth**

SEM images show large grains grown on top of the surface for all sulfur contents. For 0 mg S we see plate-like grains, and when more S is added the grains become columnar. The largest grains were seen for 100 mg S. No distinctive difference was seen for the cross-sections.

**Results: Elemental losses**

S-content in film before annealing: 48%
Average S-content in film after annealing: 54%
The sulfur content in the film was found not to vary with amount of sulfur in the graphite box. Neither did we see a difference in sulfur content in the film when doing EDX through the cross-section of the film.

**Composition of large grains:**

Cu/(Zn+Sn) = 0.82
Zn/Sn = 1.32

**Average composition of film:**

Cu/(Zn+Sn) = 0.65
Zn/Sn = 2.0

**Conclusion**

We find that adding sulfur in the range between 0 mg and 200 mg for annealing does not affect the composition when annealing nanocrystal thin films in a graphite box. Grains were formed mainly on top of the film surface, and the largest ones were observed at 100 mg S content.

**Acknowledgement**

This work is financially supported by The Danish Council for Strategic Research.