Undoped and in-situ B doped GeSn epitaxial growth on Ge by atmospheric pressure-chemical vapor deposition

Vincent, B.; Gencarelli, F.; Bender, H.; Merckling, C.; Douhard, B.; Petersen, Dirch Hjorth; Hansen, Ole; Henrichsen, H. H.; Meersschaut, J.; Vandervorst, W.

Published in:
Applied Physics Letters

Link to article, DOI:
10.1063/1.3645620

Publication date:
2011

Document Version
Publisher's PDF, also known as Version of record

Link back to DTU Orbit

Citation (APA):

General rights
Copyright and moral rights for the publications made accessible in the public portal are retained by the authors and/or other copyright owners and it is a condition of accessing publications that users recognise and abide by the legal requirements associated with these rights.

- Users may download and print one copy of any publication from the public portal for the purpose of private study or research.
- You may not further distribute the material or use it for any profit-making activity or commercial gain
- You may freely distribute the URL identifying the publication in the public portal

If you believe that this document breaches copyright please contact us providing details, and we will remove access to the work immediately and investigate your claim.
Undoped and in-situ B doped GeSn epitaxial growth on Ge by atmospheric pressure-chemical vapor deposition

B. Vincent,1,a) F. Gencarelli,1,b) H. Bender,1 C. Merckling,1 B. Douhard,1 D. H. Petersen,2 O. Hansen,2 H. H. Henrichsen,3 J. Meersschaut,1 W. Vandervorst,1,d) M. Heyns,1,d) R. Loo,1 and M. Caymax1

1IMEC, Kapeldreef 75, Leuven B-3001, Belgium
2Department of Micro- and Nanotechnology, Technical University of Denmark, DTU Nanotech, Building 345B, DK-2800 Kgs. Lyngby, Denmark
3CAPRES A/S, Scion-DTU, Building 373, DK-2800 Kgs. Lyngby, Denmark

(Received 13 July 2011; accepted 12 September 2011; published online 11 October 2011)

In this letter, we propose an atmospheric pressure-chemical vapor deposition technique to grow metastable GeSn epitaxial layers on Ge. We report the growth of defect free fully strained undoped and in-situ B doped GeSn layers on Ge substrates with Sn contents up to 8%. Those metastable layers stay fully strained after 30 min anneal in N2 at 500 °C; Ge-Sn interdiffusion is seen at 500 °C but not at lower temperature. B is 100% active in the in-situ GeSn:B layers up to a concentration of 1.7 × 1019 cm−3. GeSn:B provides slightly lower Hall hole mobility values than in pure p-type Ge especially for low B concentrations. © 2011 American Institute of Physics. [doi:10.1063/1.3645620]

GeSn has received many interests in the last 10 years for various applications.1–3 An indirect to direct bandgap transition is theoretically expected for about 10% Sn in GeSn.4 Sn having about 13% lattice mismatch with Ge, GeSn alloys can offer interesting new routes for stress implementation: (1) tensely biaxial strained Ge layers5 on GeSn provides a direct transition (AP-CVD) technique. We actually prove that reduced pressure to enable metastable GeSn growth has never been confirmed experimentally. This letter shows metastable GeSn growth on Ge can provide a strained quantum well architecture for advanced metal oxide semiconductor field effect transistors,6 and (3) GeSn can be used moreover as a source/drain stressor materials for advanced Ge pMOSFET technology.7

Sn solubility in the Ge matrix is however very poor8 (less than 1%). Based on this thermodynamics limitation, the first monocrystalline GeSn growth techniques developed were based on out of equilibrium growth conditions using ultimately low temperatures and reduced pressures.9,10 Whereas the necessity of growing GeSn at low temperature is well understood (according to GeSn phase diagram), the necessity of using reduced pressure to enable metastable GeSn growth has never been confirmed experimentally. This letter shows metastable GeSn epitaxial growth on Ge substrate, with Sn content up to 8%, using an atmosphere pressure-chemical vapor deposition (AP-CVD) technique. We actually prove that reduced pressure is definitely not the key factor for growing GeSn alloys.

200 mm blanket 1 μm Ge/Si substrates were first realized with the procedure detailed in (Ref. 11). After a HF (2%) wet clean the wafers were loaded again in a 200 mm ASM Epsilon-like CVD reactor. In order to allow GeSn growth at very low temperature, GeH2 was used as Ge precursor and SnCl4 as an innovative Sn precursor. SnCl4 is liquid at room temperature and was evaporated by using a vapor station connected to the CVD reactor. The main advantage of using a SnCl4 liquid source, as compared to SnD4 (Ref. 12) (only Sn precursor so far reported in the literature for GeSn CVD) is the total absence of instability issues (gas consumption). Moreover, SnCl4 is a commercially available product. After a Ge pre-growth bake at 650 °C, the growth temperature was fixed to 320 °C. Fig. 1 shows a cross section transmission electron microscope (TEM) picture with associated (224) x-ray diffraction reciprocal space mapping (XRD RSM) of a 40 nm thick GeSn layer grown on a Ge substrate using atmospheric pressure. From Rutherford backscattering (RBS) measurements, a Sn content of 8% was determined in this layer. The TEM picture in Fig. 1(a) exhibits a defect free and high crystalline quality for the 40-nm-thick GeSn layer. Furthermore, the surface quality of the as-grown Ge0.92Sn0.08/Ge/Si heterostructure was investigated by reflection high energy electron diffraction (RHEED) analysis after ex-situ transfer to a MBE system. An annealing in ultrahigh vacuum up to ~420 °C resulted in an oxide-free GeSn surface showing a strong (2 x 1) surface reconstruction as seen on RHEED pattern along the [110] azimuth (Fig. 1(b)). Finally, the XRD-RSM around the (2 2 4) Bragg reflections (Fig. 1(c)) demonstrate that the grown GeSn layer is fully strained on Ge/Si (001) substrate. This result shows the fabrication of GeSn materials using an AP-CVD technique with a stable and commercially available Sn precursor.

The deposition temperature for the GeSn growth was kept low (320 °C) in order to allow Sn incorporation in Ge lattice without Sn precipitation nor agglomeration.10,13 Further anneals were then done after growth on the GeSn layers in order to assess their thermal stability. Anneals were performed in a rapid thermal anneal equipment at 400 °C and 500 °C for 10 and 30 min in pure N2. Fig. 2(a) first compares (004) omega-2 theta scans on the annealed samples with the as-grown one. Although a clear GeSn XRD peak is present on all the samples, we note that the GeSn peak fringes disappear for anneals realized at 500 °C. Some interface

---

*a)Electronic mail: benjamin.vincent@imec.be.

b)Also at MTM, K.U. Leuven, Leuven B-3001, Belgium.

c)Also at IKS, K.U. Leuven, Leuven B-3001, Belgium.

d)Also at Center for Individual Nanoparticle Functionality, CINF, the Technical University of Denmark.
roughening is then likely to occur for samples annealed at temperatures as high as 500°C. During optical microscope inspection (not shown here), we did not however notice any difference in surface morphology before and after anneals. The presence of clear GeSn XRD diffraction peaks confirms that the GeSn layer stays monocrystalline after anneals. Additional RSM scans (not shown here) moreover show that GeSn is also kept fully strained on Ge after anneals. We note that an important difference is observed on the XRD measurement (omega-2theta scan and also RSM) for the sample annealed at 500°C during 30 min. Both GeSn and Ge peaks are wider and a shift of the GeSn peak is observed. Being not identified, strain relaxation can then be the reason for such XRD peaks widening. Secondary ion mass spectroscopy (SIMS) was then realized on the as-grown and annealed GeSn/Ge structures to detect possible Ge-Sn interdiffusion. FIG. 2(b) compares Sn SIMS profiles in the GeSn/Ge structures before and after anneals. The Sn slope is identical in all the samples except for the one annealed at 500°C during 30 min. A clear signature of Sn diffusion in Ge is observed, responsible for the difference observed in the previous XRD measurements. We note that this diffusion signature might be caused by Sn precipitation within the GeSn layer with this anneal condition. We then conclude that the metastable 8% Sn-GeSn layer grown with our CVD approach survive to further thermal treatments at temperatures up to 500°C and duration as long as 10 min. No GeSn strain relaxation is observed after anneals but Ge-Sn interdiffusion (possibly enhanced by Sn precipitation) starts for longer anneals (30 min) at 500°C.

In-situ B doped GeSn AP-CVD growth was also investigated by combination of Ge2H6, SnCl4, and B2H6 precursors. The growth of GeSn:B is of high interests for different kind of devices.7,14 Growth conditions were kept again at 320°C and atmospheric pressure, keeping the same Ge2H6/SnCl4 flow ratio (giving 7% Sn in GeSn alloy for undoped layers) and adding B2H6 with different partial pressures during the growth. This time, 80 nm GeSn:B layers were grown on 1 μm slightly n-type doped (1 × 1017 cm−3) Ge/Si blanket 200 mm wafers. Fig. 3(a) shows the B concentration, determined by SIMS, for B2H6 partial pressure varying from 0.18 to 3.7 mTorr. Surface roughening and loss of crystallinity (characterized by XRD) were observed for higher B2H6 partial pressure. The total B concentration in the GeSn layer increases almost linearly from 5 × 1017 to 1.7 × 1019 cm−3 with B2H6 partial pressure. The Sn content, determined by RBS (also shown in Fig. 3(a)), slightly decreases by incorporation of B (from 7.2% to 6.8%) and goes down dramatically to 4.68% for the highest B2H6 partial pressure. The drop from 6.8% to 4.68% is attributed to B2H6 surface poisoning which lowers Sn incorporation, additionally to surface degradation. For partial pressures in between 0.18 and 1.85 mTorr, a competition between B and Sn might occur during the growth of ternary GeSn:B alloys explaining a slight decrease in Sn content when B is incorporated. This competition actually occurs on the substitutional sites of the GeSn matrix. Using GeSn:B mobility values measured by micro-Hall measurements,15 reported in Fig. 3(b), and sheet resistances measured by the micro-four-point-probe (M4PP) technique,16 the active concentration of B in GeSn was...
In conclusion, this letter demonstrates the epitaxial growth of both undoped and in-situ doped GeSn using a AP-CVD technique. We proved that reduced pressure is not mandatory and that GeSn can be made just by proper gas mixture of well chosen Ge and Sn precursors. This technique, using a production-like environment and commercially available gas precursors, opens new routes for research in group IV semiconductors. Sn can today definitely join C, Si, and Ge in the catalog of high potentials group IV materials.

The authors would like to acknowledge Voltaix and DOW Chemical for providing Digermane and Tin Tetra-Chloride to imec, respectively, and Nagoya University for fruitful discussions on GeSn and for the use of their RTA equipments for this work. We would like moreover to thank the imec core partners within the Imec Industrial Affiliation Program on Logic.